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ABS TRACE 


Two cluster analysis techniques, one heuristic and one iterative, are employed to 
investigate the spatial coherence of the water masses of the East Greenland Current 
(EGC), in the vicinity of the East Greenland Polar Front (EGPF). Both techniques are 
shown to be generally reliable, although the iterative technique is more consistent with 
classical oceanographic analyses. The techniques are applied to data to explore the 
grouping behaviour of the water masses. They are also shown to have applications to 
multiple and single variable data. The cluster technique is shown to have applications 
in planning a sonobuoy pattern and in assessing the validity of XBT data prior to an 
acoustic forecast. 

Acoustical analysis shows that acoustic reciprocity does not hold for propagation 
in the waters of the EGC. Ranges from shallow to deep water are far in excess of 
those from deep to shallow water. Propagation across the EGPF 1s significantly 
different for normal and oblique cases. Propagation loss for oblique ranges is between 
60 and 80% of perpendicular ranges, mostly due to different source sound speed 
profiles. Three acoustic models, FACT, RAYMODE and PE are compared and 
contrasted. PE is found to be the most consistent and reliable, although both FACT 
and RAYMODE compare satisfactonly for propagation from shallow to deep water. 
Tlowever, for the reverse case, FACT overestimates ranges by a factor of two, whereas 


RAY MODE 1s exceedingly over optimistic in its forecast ranges. 
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I. INTRODUCTION 


A. BACKGROUND 

The East Greenland Sea area has attracted considerable oceanographic interest in 
recent years. One reason for this is the area’s strategic importance for NATO; another 
is the great interest now being shown in Arctic waters by Naval planners and 
Strategists. 

The data obtained from the MIZLANT 84 cruise (Bourke and Paquette, 1985) 
and previous similar cruises have provided the basis for a physical oceanographic 
analysis of the waters overlying the East Greenland continental shelf and slope 
(Tunnicliffe, 1985). It has provided an opportunity for investigation into acoustic 
propagation across the ocean front found at the ice edge, the East Greenland Polar 
Front (EGPF) (Sleichter, 1984). This study draws on the data obtained during the 
MIZLANT 84 cruise. The EGPF has been identified by previous oceanographic 
analyses and it 1s the purpose of this research to analyse the frontal region and 
adjacent water masses by statistical methods and to investigate the possible uses of 
these methods in other oceanographic regions. The statistical method used 1s cluster 
analysis. Cluster analysis is a broad term given to techniques that group entities into 
homogeneous subgroups on the basis of their similarities (Lorr, 1983). In addition, the 
study will conduct an acoustic analysis in the frontal region, using three acoustic 
models that are currently in operation or are at an advanced research stage. Before the 
statistical analysis techniques are discussed, the oceanographic background will be 
briefly described. 


B. PHYSICAL OCEANOGRAPHY 

The water masses of the East Greenland Current have been identified by Aagaard 
and Coachinan (1968a and 1968b) and these definitions are adopted here. The 
following description of the physical oceanography of the region is taken from 
Tunnicliffe (1985). 

The circulation pattern in the Greenland Sea is shown in Figure 1.1 (Paquette et 
al, 1985). This figure shows that the surface circulation is a large cyclonic gyre 
bounded by the Jan Mayen Current to the south and the Norwegian and West 


Spitsbergen Currents to the east. In the north the West Spitsbergen Current (WSC) 
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divides into two branches with one turning westward and submerging and then turning 
southward. Thus relatively warm water becomes the Return Atlantic Current (RAC). 
The East Greenland Current (EGC) brings Arctic surface water into the Atlantic 
Ocean. The cold, fresh EGC contrasts sharply with the warmer and more saline RAC 
and the boundary between the two gives rise to the EGPF. 

Polar Water (PW) extends from the surface to between 150 and 200 m and its 


l are often below 30 but increase to 


temperatures are below 0°C. The surface salinities 
about 34.5 at the bottom of the layer. PW originates in the Arctic Ocean but on the 
Greenland shelf is much modified by processes such as ice melt, freezing, insolation and 
mixing (Paquette et al, 1985). 

Atlantic Intermediate Water is warmer than 0°C and has salinities from 34.5 to” 
34.9 at about 400 m, remaining fairly constant at greater depths. AIW has upper 
temperature and salinity limits of 3°C and 34.9, respectively. AIW is found both under 
the PW and at the surface to the east of the EGPF. 

Underlying the AIW at depths below 800 m 1s the Greenland Sea Deep Water 
(GSDW). This water is colder than -1°C and has a narrow range of salinity between 


34.88 and 34.90 (Aagaard et al, 1985). 


C. SPATIAL COHERENCE 

One initial question that is asked about any data set is to what extent it is an 
organised (or coherent) structure. If such data sets are significantly non-random, it 
may be possible to interpret or compact them by removing the noise-like components 
(Mooers, 1985). Oceanographic data is commonly organised spatially and as a result, 
it can be classified according to its greater or lesser spatial coherence. 

There are various methods available to characterise the spatial coherence of 
oceanographic data. One method 1s that employed by Monsaigneon (1981) to evaluate 
the spatial coherence of XBTs acquired in the vicinity of the Maltese Front in the 


western Ionian Sea using cross-correlation functions. Briefly his method is: 


1. Compute a mean temperature profile by averaging all temperature profiles over 


the data set at specific depths. 


‘Salinity will be fae in the practical salinity scale (gm/kg) as dimensionless 
quantities (UNESCO, 1981). 
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2. From a given pair of temperature profiles, compute a_ cross-correlation 
coefficient (P;;)- From a set of n profiles, n(n-1)/2 cross-correlation coefficients 
are generated. The geographical location of each profile in a pair yields a V Xi 
and a Vij defining the horizontal east-west and north-south distance between 
these two profiles. 

3. Relate (Pi, VAGV Y;) to the time interval by calculating the distance between 
two profiles and associating this difference in days between the two profile 
dates. The cross-correlation coefficients are plotted on a_ time-distance 
coordinate system. 

4. The sets of values (Pip VAG, VYi;) are quantified by 10 km intervals and all Psi 
ina 10 km by 10 km square are averaged to find a single coefficient. 


5. These cross-correlation coefficients are plotted and contoured. 


A similar method was employed by Brady (1984) to evaluate XBT data acquired from 
the California Current system. 

Using this method, these data were reduced to manageable proportions and the 
essential structures evaluated. 

Another commonly used method for determining spatial coherence is that of 
empirical orthogonal function (EOF) analysis. EOF analysis (also called principal 
component analysis, PCA) is used to measure variability (variance) and to characterise 
(project) the variance onto spatial (or temporal) maps (Preisendorfer, 1982). EOF 
analysis 1s somewhat similar to Fourier analysis in that the objective is to represent the 
original data using orthonormal expansions, solving for the expansion coefficients (a, 
and b,,). For example, let f(t,x) be a function which represents a mean temperature 
field in time and space. Then f(t,x) can be represented in terms of M orthonormal 
functions, F,(x,,). The objective is to solve for the set of orthonormal functions and 
their amplitudes, a,(t), i.e., eigenfunctions and eigenvalues. In spectral analysis 
Fy (X,,,) corresponds to the orthogonal sinusoidal functions. One of the virtues of 
EOFs over other possible orthonormal expansions is their efficiency of representation. 

It is the purpose of this study to investigate a relatively new method for 


characterising oceanographic data in a detailed manner. 


1S 


D. CLUSTER ANALYSIS 

The purpose of cluster analysis is to find the ‘natural groupings’, if any, of a set 
of individual entities. Cluster analysis allocates a set of entities to a set of mutually 
exclusive, exhaustive groups such that the entities within a group are similar to one 
another while individuals in different groups are dissimilar (Chatfield and Collins, 
1980). It does this by considering the attributes or characteristics of each entity. In 
physical oceanography the classical characterisation or ‘clustering’ of water types is by 
means of a temperature-salinity (T-S) analysis. Indeed, for entities with only two 
variables, it is relatively easy to identify the ‘clusters’, once the data have been plotted 
in a standard T-S format. Tlowever, if additional conservative properties of the water 
masses are available, such as dissolved oxygen, tritium, nitrate ratios, etc., then plotting 
beyond two or at most three dimensions 1s not feasible. One of the aims of this study 
is to determine if cluster analysis is applicable to the delineation of different 
Oceanographic regimes. Clustering may highlight structure within the water masses 
that would assist in the optimum deployment of XBTs or sonobuoys. 

A cluster can be visualised by considering each entity as a point in n-dimensional 
space, 1.e., the attribute values can be regarded as the coordinates of the entity in 
attribute space. For example, the geographic position (attribute) of each XBT (entity) 
can be plotted as a function of latitude and longitude. When plotted and examined, a 
cluster may be visualised as a region of high density, separated from other dense 
regions by low density areas. Clusters can be compact, they can be chained or 
elongated (as in Figure 1.2), or they can assume any other of an infinite number of 
patterns. Clustering procedures tend to be better at detecting spherical or compact 
clusters than detecting elongated or serpentine-like clusters (Chatfield and Collins, 
1980). 

Using different clustering methods with the same set of data will often produce 
different clustering arrangements or structures. This is because the clustering method 
imposes its own structure On a data set whether there is any structure there or not. 
There are situations in which it may not be possible to classify the data set in any 
useful way and yet a particular clustering method may find structure. It is important 


to note these considerations before applying cluster analysis. 
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Figure 1.2 A plot of (a) compact clusters, and 
(b) elongated clusters (Chatlicld and Collins, 1980, p.217). 
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E. ACOUSTICAL ANALYSIS 

The study concludes with an acoustical analysis of a set of sound speed profiles 
obtained during the MIZLANT 84 cruise. The aim of this section is to compare and 
contrast three acoustic models: FACT (Spofford, 1974), RAYMODE (RAYMODE, 
1982) and PE (Brock, 1978) models. The first two are range-independent models 
whereas the latter can accommodate an oceanographic feature such as the EGPF by its 
ability to process a sequence of sound speed profiles. In addition, the study will 
investigate whether there is any significant acoustic difference between propagation 


normal to a frontal feature and propagation oblique to a front. 


Il. CLUSTER ANALYSIS 


This chapter outlines the details of cluster analysis and explains two particular 
methods used in this study. It further describes how these methods were applied to 


two sets of simulated data. 


A. DETAILS OF CLUSTER ANALYSIS 

The cluster analysis technique groups entities into subsets on the basis of their 
similarity across a set of attributes (Lorr, 1983). An entity 1s an element of the data set 
and an attribute is a quantitative variable. In this study entities are oceanographic 
stations and attributes are characteristics of the stations, e. g., temperature and salinity. 
A cluster then is simply a group of entities whose attributes fall in the same common 
similarity criterion. For example, a water mass is the cluster one would obtain by 
classical temperature-salinity analysis. . 

In applying cluster analysis there are several considerations. An objective 
method of measuring the similarity (or dissimilarity) of entities is one. Another 1s to 
choose the method for forming the clusters. Finally, one must make some initial 
decision whether or not the entities should be partitioned into separate clusters or be 
allowed to form a hierarchical or nested arrangement (Lorr, 1983). The first and 
second considerations are closely connected as described below. The third 
consideration is often the most difficult. This chapter describes a method to assist in 
making that decision. 

Lorr (1983) lists a sequence of steps that should be considered in a well-designed 
cluster analysis. A sufficiently large sample of entities must be chosen if the final 
results are to be meaningful. In this study the data set 1s 130 oceanographic stations 
acquired in the East Greenland Current in August and September 1984. The attributes 
chosen must represent the entities in a meaningful way, for example, temperature and 
salinity which characterise a water mass. These attributes need to be converted into 
comparable units for means of comparison. [ach set of attributes must be transformed 
such that the set has a mean of zero and a variance of one. Two distinct clustering 
algorithms will be examined in this study. In one, the similarity method is chosen 
independently of the algorithm. In the other, a more sensitive technique, the algorithm 


is iterative and does not require a predetermined similarity index. 
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B. DISTANCE 

To obtain a measure of sinularity or dissimilarity between clusters, a method of 
determining the distance between entities (oceanographic stations) is required. In this 
study the Euclidean metric, or distance measure, is used (Lorr, 1983). The distance 


between two entities 1s given by D, where 
Din = J) | (2 1] : hj) 


Xi is the value of the attribute } for each entity 1, j is a variable of which there are k in 
number, and 1 is any entity a,b,...,k,..N. Other metrics can be used, e.g., the 


congruency coefficient C (Lorr, 1983) given by 
C = Y(XuXp) / ¥ (OX47DXn7) 


This coefficient was considered but the results yielded the same information as those 
obtained from the distance measure and hence, are not presented here. 

Having calculated the distance between each entity or station, the next step is to 
determine whether it “belongs” or does “not belong” to a cluster. The two cluster 
methods used in this study differ at this stage and they are considered separately. 
However, before discussing these two clustering methods the data set to be clustered Is 
described. 


C. THE DATA SET 

To further understand the cluster technique, two different sets of artificially 
constructed (1.e., simulated) data were considered. The first was a set of temperature 
and salinity pairs each at different locations (Table I). The data shown in Table I were 
chosen because of the apparent two different temperature regimes from which the data 
were drawn, warm and cold, and the rather less obvious distinction in salinity regimes. 
This 1s similar to that experienced in the East Greenland Current, albeit on a simplified 
scale. 

Although these data are artificial, intuitively one might divide the data into two 
or three clusters, e.g., {1,2,3} and {4,576} or {1)2,3} and {4} anda 
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TABLE I 


SIX TEMPERATURE - SALINITY PAIRS 
SIMULATED DATA 


Temperature (°C) Salinity 
IL =e 16 Se OO 
Lie -1.24 32,00 
So. =]. oO S200 
4. Ze) S\ anne) 
Ds xg {E©, Son OO 
6. 2.40 SOE ZO 


The second set consisted of three sets of data produced by a random number 
generator. Each set contained 50 numbers. The data were normalised with a mean of 
zero and a variance of one. These data were constructed to provide a test of the 
clustering algorithms ability to accommodate data sets that had no obvious physical 
Structure, unlike the first set shown in Table I. 

The preceding section has outlined the procedure employed in cluster analysis 
and described the data sets to be used in the analysis. In the following sections cach of 


the two clustering techniques is described and applied to the data sets. 


D. HEURISTIC TECHNIQUE 

The first clustering technique is based on an algorithm called, LEADER (Spath, 
1980). This algorithm considers each object just once and immediately allocates it to a 
cluster. A threshold value is first defined to determine if the entity “belongs” to a 
cluster. The algorithm assigns an entity to a cluster if its distance from the first entity 
is less than, or equal to, the threshold value. 

Heuristic techniques require a suitable threshold value or separation distance to 
establish which cluster a particular entity should be assigned to. The threshold value 
can be predetermined or generated within the algorithm. The LEADER algorithm uses 
a combination of these techniques. Table IJ shows the input to the LEADER 
algorithm, using the data of Table I. The number of entities and the number of 
attributes for each entity are selected. The initial value of the threshold and 
consequently the value of the incremental step is defined. The original and normalised 
data are listed in the table. It is the normalised data that are applied to the LEADER 


algorithm. 
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TABLE 
INPUT TO THE LEADER ARG@RIRE 1 


Number of entities 6 
Number of attributes v2 
Threshold value O 


Original Data Set 


Temp( °C) =1,18 ied ease POO 2.60 2.40 
Salinity 31.00 31.00 32.00 32.50 33, 0@mumccmae 


Normalised Data Set 


Temp( eC) -0.84 =0,87 —e1209 0. 7 aL, (oe 0.94 
Salinity -1.16 -1.16 -0.12 0.39 0.92 le 


Table III shows how the algorithm subdivides the data into two, three and so on 
up to six clusters. The algorithm searches for two clusters and then procecds to search 
for three and so on up to the number of entities. Each column shows the number of 
clusters, the separation distance or threshold value and the cluster number to which an 
entity 1s assigned. For example, the first line shows a two cluster search with a 
separation value of 0.2. The first and second entities (T-S pairs) belong to the same 
cluster, the third to another, and the remaining three are unallocated, as indicated by 
the zero. The last line shows that when either five or six clusters are allocated the first 
two pairs belong to the same cluster but all remaining pairs are allocated to unique 
clusters. 

If the algorithm fails to assign every entity to a cluster, it increases the separation 
distance, RHO, and proceeds again. Theoretically, the algorithm searches for clusters 
with 


RHO = J* DELIA = 1.2.25 yi 


papi 


JMAX being the first J for which all objects are assigned to clusters. Ilence, in Table 
II to assign all the objects to two clusters, a threshold value of 1.2 is required. A key 
choice is that of a suitable threshold value; it is instructive to examine a plot of 
threshold value versus numbers of clusters (Figure 2.1). One sees an almost inverse 
linear relationship between the separation distance and the number of clusters. If two 
clusters are selected, a fairly large value of RHO is required. In contrast, five clusters 
can be obtained with a much smaller separation distance of 0.2. In other words, the 
finer the resolution or distinction between clusters, the shorter the separation distance 
must be. Clearly then one needs to look carefully at the expected number of clusters 
and choose an appropriate threshold value. Alternatively, the algorithm can vary the 
threshold value at will and the results can then be inspected to obtain a “reasonable” 
number of clusters. 

The LEADER algorithm partitions the data set in the same two or three cluster 
Structure that was described above. However, as this data set was small, a further test 


of the algorithm on a larger data set is described below. 


E. A SECOND SIMULATION 

The LEADER clustering technique is now applied to a larger data set. Although 
the previous example showed that the LEADER algorithm provided results that agreed 
with an intuitive clustering, it was a small data set. To simulate a more realistic 
oceanographic situation where there would be upwards of say, fifty stations, three sets 
of fifty random numbers with no predetermined structure were constructed. Also, it 
was considered instructive to examine the sensitivity of variations in threshold value to 
the number of clusters selected, in particular the rate of change in clusters due to 
incremental changes in threshold value. 

Figure 2.2 shows the results of applying the LEADER algorithm to the random 
data set. One observes that the data can be partitioned into two clusters with a 
threshold value of 2.6, whereas for a nine-cluster partition the threshold value reduces 


to 1.0. A 41-cluster partition requires only a threshold value of 0.2. 
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Figure 2.1 A plot of separation distance versus 
the minimum number of clusters for the simulated data. 
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TABLE 
OUTPUT OF THE LEADER ALGO is) 


Entity number 1 Z VS oc 


Meaw eg Threshold 

clusters Value Cluster no. 

Z oF jl. ~l BZ Os Omen 
Z 0.4 lp (i 2 VC era 
Z O76 i; Si 2 ~OROmae 
Z 0.8 Lyd. «<2 Se One Orne 
2 1°, Lo lL 2 “Os Omeee 
Zz Tei, Ll J. ee 2a 
S O72 1” 32 "Ss eC ae 
3 0.4 1 1 2 33. ‘CaO 
3 O26 1 162° 3 Oe 
3 0-6 1 “ad €2 3S oe 
+ OZ Ll. 2S ee ae 
4 Ore 1.1 2-3 45554 
5 On lL i 2. 3a 
6 RZ Ll 2°24 Cees 


Of significance here is the shape of the curve, of the form 


p(n) = Aexp(-an) 


A best fit curve of p(n) = 2.8 exp(-0.09n) (Figure 2.3) fits the data well and, as the 
data were randomly generated, it is expected that data with no significant natural 
clustering will also tend to a curve of this type. This suggests the possibility of using 
this technique for finding the “natural” number of clusters in a data set where there is 
no initial intuitive “feel” for the number of clusters to expect. Plotting the numpbengonm 
clusters versus separation distance will highlight significant deviations from a curve of 
the above form. It is likely that this will give some indication of the “natural” number 


of clusters. 
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Figure 2.3. A best fit curve for the random data. 


re 


An indication of this technique is shown in Figure 2.4. Data that are completely 
random will tend to plot as a negative exponential curve. If the observed or collected 
data plot in a different manner, then the ‘elbow’ of the plot is suggested as the area of 
interest. Outside of this region, increasing the number of clusters is rather insensitive 
to the threshold value; or the separation distance is independent of the number of 
clusters for a regime containing few clusters. Thus, one would examine the clusters in 


the circled area. 


F. K-MEANS 

A more sophisticated clustering technique is the so-called k-means technique 
(Lorr, 1983). In this technique a sample of size N is sorted or partitioned into k 
clusters on the basis of the shortest distance between the entity and the k cluster 
means. The technique works as follows. Initially the data set 1s arbitrarily partitioned, 
or a partition from another technique can be used (e.g., LEADER). The centroid of 
each cluster is then calculated and each entity reassigned to the cluster with the nearest 
centroid. The sum of the squares of the distances between the members of the J-th 
cluster and its centroid is denoted by E(J). The k-means technique then minimises D, 
the sum of the E(J)s, by repeated exchanges of cluster members. 

An example of the technique follows (Spath, 1980). Consider the ten points ina 
plane, as seen in Figure 2.5. These can be intuitively divided into three clusters. As a 
guide to the technique, consider how the algorithm clusters points 1, 2 and 3. Initially 
the algorithm is arbitrarily partitioned and each of these points is assigned to a 
separate cluster. The second iteration combines points | and 2 but leaves point 3 in a 
separate cluster. The third iteration collects the three points into one cluster but also 
contains points 5 and 8. The remaining iterations first remove point 5 and then point 8 
to their final clusters. 

The k-means technique is now applied to the simulated data set shown in Table 
I. The input to the algorithm is similar to Table II] and is shown in Table IV. The 
number of entities and attributes per entity are chosen as are the minimum and 
maximum number of clusters expected. The user must also decide whether or not to 
use an arbitrary initial partition; in this case an arbitrary partitioning scheme was 
selected. As an aid in analysis, each step in the clustering process can be graphically 
portrayed as in Figure 2.5. The original data and the transformed data are printed as 
in Table II. 
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Figure 2.4 An illustration of the area 
of interest when considering random data. 
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[wees o/ 
PNee dt POR tii h-MEANS TECHNIQUE 


Number of entities 
Number of attributes 


Minimum number of clusters 


ON ND OV 


Maximum number of clusters 


Original Data Set 
iemp( eC) <1. 18 -1.24 -1.50 Z. OO In 18.0) 2. 40 
salinity 31.00 3aeO0 SZ. OOS 2750 S55) 10)8 Son Zo 


Normalised Data Set 
Temp( °C) -0O. 84 -O. 87 -1.00 0. 74 1.04 0.94 
Satinictcy <-1.16 -1.16 -0.12 0.39 0.92 1k 


Table V shows how the technique first arbitrarily partitions the data and then 
prints out the optimum clustering. In this case the first three stations are allocated to 
one cluster and the last three to another. In addition, the table shows the centroid 
locations (-0.9,-0.8) and (0.9,0.8), and the two E(J)s, 0.7 and 0.3, and D, 1.1 (n.b. the 


E(J)s are shown to one decimal place only). 


TABLE V 
TWO-CLUSTER OUTPUT FOR K-MEANS TECHNIQUE 


1 Z al 2 a 2 Arbitrary clustering 
1 al 1 Z Z Z OpElmmumM ¢lUstem1 ig 
Centroids 


(-0.9,-0.8) and (0.9,0.8) 


Sum of Squares E(J) 
Ore Os 


Centroid Sums D 
ileal 


3] 


The technique, as in the LEADER algorithm, then proceeds to search for three 


clusters and so on. The results for three clusters are shown in Table VI. 


TABLE VI 
THREE-CLUSTER OUTPUT FOR K2MEANS TEGiRSt CULE 


1 Z 3 1 Zz 3 Arbitrary clustering 
2 Z Zz 1 3 3 Optimum clusterrmnse 
Centroids 


(0. 470.42) and (-0.9,=-0.9) and (Ga 


Sum of squares E(J) 
O20 Ons Ome 


Centroid Sums D 
0.8 


As can be seen for the two-cluster case, the result 1s the same as in the LEADER 

algorithm, but for a three-cluster partition, the k-means technique gives: 
fe (G1.18,31.00) -G1.24°3100) Hero eo) 
2. (2.00,32.5) 
3a (2.60,33.0 (240,335.20) 
whereas the LEADER algorithm gave: 
1. (-1.18,31.00) (-1.24,31.00) 
2. {-1-30532.00) 
34 (2.00,32.5) *(2.60,33-0) -(2:40;533:20) 

As this was synthetic data, one could justify either clustering scheme. The 
preceding example illustrates that cluster techniques can partition the data in a 
“reasonable” manner, and that different techniques may lead to different results. These 
differences will become more apparent when considering the data from the East 
Greenland Current. 

The k-means algorithm was not applied to a random data set as it 1s iterative and 
does not depend on threshold value. The random data set was used to emphasise the 


importance of threshold values in the heuristic technique. 
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G. SUMMARY 
This chapter has briefly outlined the concept of cluster analysis and introduced 
two particular clustering techniques. The two techniques differ in procedure, one a 
heuristic technique which considers each object only once and then immediatcly assigns 
it to a particular cluster. The sccond technique is iterative and clusters on the basis of 
the shortest distance between the object and some cluster mean. 
Two points should be noted, 
]. Cluster analysis can accommodate any number of attributes, 1.¢e., not only 
temperature and salinity, but, if available, other conservative properties as well. 
2. Cluster analysis will always yield a finite number of clusters whether or not 
there 1s any “natural” grouping in the data. 
The technique introduced here of fitting the number of clusters versus separation 


distance to a curve of the form 


p(n) = Aexp(-an) 


is felt to have useful application in determining the natural clustering of a data set. 
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lil. APPLICATIONS OF CLUSTER ANALYSIS 


A. INTRODUCTION 

Before applying the techniques of the previous chapter, the data used in this 
study are described and a brief summary given of the water masses of the East 
Greenland Sea. The data set consists of 135 oceanographic stations obtained from the 
MIZLANT 84 cruise. The data set is shown in Figure 3.1; the EGPF, as defined by 
classical temperature-salinity analysis, is also shown. The data were obtained during 
August and September 1984. Full details of the MIZLANT 84 cruise can be found in 
Bourke and Paquctte (1985). 


B. T-S ANALYSIS OF THE EAST GREENLAND CURRENT 

The water masses of the area have been described in Chapter 1, as have the 
characteristics of the EGPF. A bref summary is given here. Polar Water (PW) 
extends from the surface to 150-200 m and is colder than 0°C. Salinities are less than 
30.0 at the surface and increase to about 34.5 at the bottom of the PW layer. Atlantic 
Intermediate Water (AIW) underlies the PW and at the EGPF is found to the east of 
it. [It 1s warmer than 0°C with salinities increasing from 34.5 to 34.9 at about 400 m. 
Greenland Sea Deep Water (GSDW) is found at depths below 800 in; it is colder than 
-1°C, with salinities between 34.88-34.9. 

Stations which show important features of the water masses are plotted on 
temperature-salinity diagrams (Figures 3.2 and 3.3). Figure 3.2 shows a T-S plot of a 
Station to the east of the front which is in AIW (Station 201, for position see Figure 
3.1). Temperatures which characterise this water mass are above 0°C and salinities are 
above 32.5. A shelf station to the west of the front (Station 247) is also shown. This 
Station exhibits the characteristics of PW. Temperatures are below 0°C and salinities 
are between 30.0 and 34.5. A third station (210), located in the frontal mixing zone 
exhibits characteristics of both PW and AIW underlying the PW at depth. 

Figure 3.3 highhghts some relatively subtle features of the water masses over the 
continental shelf. The T-S plot suggests that the shelf waters could be divided into two 
regimes. The water to the west is cold and fresh whereas the water to the east is 
equally cold but more saline. One sees in this figure that the waters to the west, as 


typified by Station 225, have a relatively smooth progression from PW to AIW. The 
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Figure 3.1. A map of the oceanographic stations forming the 
data set. Two frontal transects used in the cluster analysis are 
indicated. The EGPF 1s also shown. 
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Figure 3.2. A T-S plot of an AIW station (201) to the east, of 
the EGPF, a PW station (247) on_the shelf and a further PW station (210) 
in the frontal region. 
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easterly waters have a more discontinous ‘jump’ to AIW as shown by the T-S plot of 
Station 310, in the salinity range 34.75 to 33.25 (Paquette etal oo), 


C. CLUSTER ANALYSIS 

Unlike classical temperature-salinity (T-S) analysis which is used to characterise a 
water mass on the basis of its temperature and salinity, cluster analysis looks for 
‘natural’ groupings in such data. The technique groups the data into clusters which 
may be used to characterise water masses. 

Temperature and salinity values were examined for different subsets of the data 
set. Initially all the stations were considered using temperature and salinity values at 
two different depths. An average value of temperature and salinity for the 10-20 m 
layer was considered as a representative sample for the surface mixed layer. In 
addition, temperature and salinity at 150 m was considered. A smaller subset 
consisting of stations in the vicinity of the front was also examined. This section uses 
values from the 10-20 m layer and also a single value at 500 m depth. As described 
earlier cluster analysis can accommodate several variables (attributes). With this in 
mind, two frontal transects were examined (Figure 3.1). The frontal transects were 
examined using different combinations of the attributes; temperature, salinity and 
location. In addition to the above, cluster analysis was used to investigate the 
‘warmer’ stations to the east of the front by following temperature along a constant 
density surface. 

The reason for the selection of observations between 10-20 m was to obtain a 
measure of the surface mixed-layer that is free from local surface affects such as 
melting ice which could distort surface temperatures and salinities. A depth of 150 m 
was chosen because the zero degree isotherm is found at this depth over much of the 
continental shelf. This isotherm which marks the boundary between PW and AIW. A 
depth of 500 m, which is in the deep water below the thermocline, is chosen to provide 
a sensitivity test for the cluster technique, since at this depth, one might expect only 
one cluster, based on classical T-S analysis, as seen in Figure 3.2. 

The EGPF divides the study area into two water masses and cluster techniques 
are initially used to demonstrate such a characterisation. The front occupies a band of 
about 40-60 km in width and it is reasonable to assume that there is a transition region 
with groups of stations which do not clearly belong to the cold, fresh or warm, saline 
water masses. Thus, in addition to two clusters, the possibility of three (or more) 


clusters 1s also considered. 
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D. ENTIRE DATA SET 

Cluster techniques are first used to analyse the entire data set. The purpose of 
applying the techniques to all of the data is to examine how cluster analysis deals with 
a relatively large set of entities that already have a clearly defined distinction between 
water masses to provide a good comparison. 

1. The mixed layer 

Both clustering techniques divide the data in similar ways with the k-means 
algorithm resolving the front somewhat better than that of the heuristic algorithm 
(Figure 3.4). The heuristic technique places the cluster boundary to the east of the 
EGPF, particularly in the northern part of the area, whereas the cluster boundary 
determined from the k-means technique is more closely aligned with the EGPF. The 
heuristic technique, also depends on the starting point. As such, there appears to be 
some ‘inertia’ before the technique is able to resolve a new cluster. The k-means 
technique more accurately defines the boundary separating the PW and the AIW most 
likely because of the iterative nature of the technique. 

Both techniques, when used for a three cluster search, identify the EGPF as a 
natural division (Figures 3.5 and 3.6). There is, however, a significant difference 
between the two. The heuristic technique splits the data into two main sets and only a 
handful of stations are found in the third set, with the main division following the front 
exactly. The k-means technique divides the group into three distinct clusters. The 
warm water to the east of the front compromises the first cluster; the cold water to the 
west is divided into two clusters. The cold, fresh water over much of the shelf and the 
cold but slightly more saline water immediately to the west of the front are 
distinguished by this iterative technique. The division of the cold water mass into two 
parcels is interesting in that this result directly parallels that obtained by using a 
classical T-S analysis for the same data, Figure 3.3. The region is homogenous in 
temperature but changes in salinity by one part per thousand from west to east. The 
k-means technique makes this subtle distinction here, showing its greater sensitivity. 

2. 150m 

As outlined in Chapter 1, the polar front slopes towards the west with 
increasing depth. Thus, a two-cluster search at 150 m is expected to yield similar 
results to that at the surface but with the contour lines displaced westward. This 1s the 
case, as can be scen- in Figure 3.7. A three-cluster search at 150 m also shows similar 


results to those at the surface (Figures 3.8 and 3.9). The heuristic algorithm groups the 
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4 Results of a two-cluster search in the mixed 
using the heuristic and iterative techniques. 
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Figure 3.6 Results of a three-cluster searchuinsthe mien 
layer using the iterative technique. 
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Figure 3.7_ Results of two-cluster search at 150 m 
using the heuristic and iterative techniques. 
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Figure 3.8 Results of a three-cluster search at 150 m 
using the heuristic technique. 
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Figure 3.9 Results of a three-cluster search at 150 m 
using the iterative technique. 
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data into two clusters with a few outliers, Whereas the k-means technique divides the 
cold water into two clusters. These results again show the greater sensitivity of the 
k-means technique. Intuitively there are either two clusters, PW and AIW, or as 
explained above, three clusters with the cold water being divided into two regimes. The 
heuristic technique cannot accommodate this subtlety and allocates a handful of 


Stations to a cluster with little physical basis. 


E. STATIONS IN THE VICINITY OF THE FRONT 

A subset of the data base was constructed for 40 stations in the vicinity of the 
EGPF. These data were collected over a ten-day period and are more synoptic than 
the whole data set which was collected over 24 days. Classical oceanographic analysis 
indicates the front divides this data subset into two groups of equal size. 

1. 10-20 m 

Although these data have previously been examined as part of a larger data 

set (see above), it was hoped, by examining a smaller, more synoptic data set, to avoid 
the ‘inertia’ problem mentioned earlier. However, this is not the case, possibly because 
the starting points of both sets are the same. Examining the two-cluster searches, 
Figure 3.10, one sees that neither technique corresponds exactly with the classical T-S 
analysis. The three-cluster searches, Figures 3.11 and 3.12, show the utility of cluster 
techniques, in that they depict the front as a horizontal band in the ocean. The 
heuristic technique, however, provides shghtly ambiguous results (Figure 3.11). It 
could be argued that it provides two water mass clusters with a few warmer outliers or, 
that there is a broad transition zone mainly to the cast of the front. The k-means 
technique (Figure 3.12) also suggests a broad transition zone again mostly to the east. 
One also sees that the transition zone straddles the front and that the warm cluster 
regime 1s better defined than the few outliers defined by the heuristic technique. 

2. 3500 m 

The purpose of analysing the data at 500 m was to test if either cluster 

technique could simulate the natural structure, given that cluster techniques often 
identify clusters even in the absence of natural clusters. Intuitively one might expect 
the 500 m data to reveal one cluster with perhaps a few outliers, as described 
previously. That clustering may inpose artificial structures is apparent in Figure 3.13. 
The heuristic technique ( Figure 3.13) suggests a result that is similar to the ‘intuitive’ 


case in that it clusters the set into one regime with just two outliers. The tortuous 
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Figure 3.10 Results of a two-cluster search in the mixed 
layer for” F rontal Stations using the heuristic and iterative techniques. 
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Figure 3.11_ Results of a three-cluster search in the mixed 
layer for Frontal Stations using the heuristic technique. 
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Figure 3.12 Results of a three-cluster search 1n the mixed 
layer for Itrontal Stations using the iterative technique. 
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Figure 3.13. Results of a two-cluster search at 500 m 
for Frontal Stations using the heuristic and iterative techniques. 
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contours of the three-cluster searches, Figures 3.14 and 3.15, reveal in this case a rather 


arbitrary division. 


F. FRONTAL TRANSECTS 

Cluster analysis is next used to examine two frontal transects: the first from 
Stations 196 to 201, collected on the 6th of September 1984, and the second from 
Stations 283 to 291 taken 7 days later (Figure 3.1). The aim of examining these frontal 
transects was to investigate the different results, if any, obtained when using different 
combinations of attributes. Temperature, salinity and location were used in various 
permutations to determine which, if any, was the optimum method. 

The location and mean temperature-salinity values at 10-20 m for the first 
transect are shown in Table VII. 

Classical T-S analysis has defined the boundary between PW and AIW as the 
0°C isotherm and a salinity value of 34.5. At the surface or in the near-surface layer, 
one can use the horizontal temperature gradient to characterise the EGPF. On this 
basis, one would group the stations according to: 

{196, 197, 198, 199} and {200, 201}. 

This is a fairly ‘natural’ grouping and one would expect the cluster technique to repeat 
this structure fairly easily. This is the case for both the simple heuristic technique and 
the more sophisticated iterative technique (Figure 3.16). Station 199, however, may be 
in a transition group rather than a definite warm or cold water station. The k-means 
technique, when clustering by threes, does in fact select this station as a transition 
regime (Figure 3.17). The simpler heuristic technique, however, identifies Station 198 
with Station 199, mainly based on the close association in salinity. This is an 
unreasonable grouping, for as described above, temperature is the predominant 
property that identifies stations with respect to the EGPF. 

As cluster analysis is a multi-variate statistical technique, better suited to 3 or 
more attributes (variables), a third parameter was selected, namely distance. In 
addition to temperature and salinity, a distance east or west of 5°W, the location of the 
EGPF, was used (Table VII). The use of distance as an additional attribute may be 
considered somewhat artificial. It would have been preferable to use an additional 


conservative water mass property, however, none was available. 
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Figure 3.15 Results of a three-cluster, search at 500 m 
or Frontal Stations using the iterative technique. 
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Figure 3.16 Results of a two-cluster search in the mixed 
layer for Stations 196-201 using the heuristic and iterative techniques. 
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TABLE VII 
LOCATION AND MEAN T-S VALUES AT 10-20 M FOR STATIONS 196-201 


Stacion Temperature( °C) Salinity Distance 
(°9E or W 
of 5 oW) 

6 =e o SO2g992 a SS) 

To -1.299 Cm sis, =O; 520 

198 =o 0 eal sls 2 0-027 

199 =O 576 62, Gos O. 407 

200 0-656 S 3c oO O. 767 

201 0.727 32072 1) 226 


The results for a two-cluster search for both the heuristic and iterative techniques 
are shown in Figure 3.18. The two techniques agree in their cluster regimes which 
differ from the temperature-salinity case in that Station 199, which is possibly in a 
transition regime, is now grouped with the warm cluster regime. This result is achieved 
by the distance value combining with the salinity value. A similar situation occurs in 
the three-cluster search (Figure 3.19). Both techniques agree in their regimes and 
Stations 198 and 199 are paired together on the strength of their salinity and distance 
values. 

One of the aims of this study was to determine if cluster analysis could be used as 
a quick, ad-hoc method of grouping data which might lead to an optimum deployment 
of sonobuoys, 1.e., to allow for greater or lesser coherence in any one direction by using 
fewer or more buoys, respectively. With that in mind the next stage of the analysis 
considered temperature alone, as often in practice this 1s the only parameter that might 
be available. Both techniques, when using temperature alone, clustered in exactly the 
same fashion as when using temperature and salinity. This was the case for both a two 
and three-cluster search (Figures 3.16 and 3.17). 

It would appear from these results, for areas where temperature is the dominant 
factor, that clustering by temperature alone would lead to a quick and reasonable 
grouping. The study now proceeds to examine the same stations at 150 m depth. 


Table VIII shows the vaiues for 150 m. 
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Figure 3.18 Results of a two-cluster search 
using three attributes for Stations 196-201]. 
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Figure 3.19 Results of a three-clustemeeanen 
using three attributes for Stations 196-201. 
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TABLE VIII 
T-S VALUES FOR STATIONS 196-201 (150 M) 


Station Temperature( °C) Salinity 


196 -0. 206 34. 463 
oy -0. 389 34. 466 
198 1.492 - 34.797 
soe, OSS 34. 863 
200 Z7O0e2 34. 894 
Z2@1 Z 


2,05 34. 959 


The salinity variations are relatively small and temperature is the distinguishing 
characteristic. Whether one uses the 0°C isotherm (classical) or a two-cluster analysis, 
the groupings are the same (Figure 3.20). There is a large temperature gradient 
between the two regimes and little salinity variation; hence, one would be surprised if 
@imster analysis did not provide this result. If three clusters are selected, both 
techniques yield the same’result (Figure 3.21). This is an example of clustering 
imposing a structure. The techniques distinguish three temperature regimes; less than 
O°C, less than 2°C and more than 2°C. In this instance it might be preferable to use 
just a two-cluster search. Tlowever, if one were dealing with a larger data set, such a 
result which superficially seems implausible, might reveal some subtle characteristics of 
the water masses. 

Cluster analysis applied to the second transect yielded similar results, suggesting 
that the cluster technique is relatively reliable and robust and that it has a useful role 


to play in water mass analysis. 


G. WARM STATIONS 

A further test of cluster analysis was to examine 26 stations to the east of the 
EGPF. The use of temperature as a single attribute, as discussed above, was used in 
this case. The temperature values were obtained by following a common density 
surface. A density (sigma-t) profile of a typical shelf station is shown in Figure 3.22. 
The ‘knee’ of the density curve has a sigma-t value of 27.8 and occurs at the depth of 


the maximum salinity value. Thus, the temperature corresponding to a sigma-t value 
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Figure 3.20 Results of a two-cluster search at 150 m 
for Stations 196-201 using the heuristic and iterative techniques. 
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Figure 3.22 A plot of temperature, salinity, stgma-t 
and sound speed for a tvpical ATW stauon 
(Bourke and Paquette, 1985). 
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of 27.8 was chosen for each of the 26 stations. The data were then examined using 
both the heuristic and iterative techniques searching for two and three clusters. Both 
techniques yielded the same results for a two-cluster search (Figure 3.23). The cluster 
regimes comprised of the stations with ‘warm’ water between 77°N and 78°N, and the 
remainder with ‘warmer’ water. For a three-cluster search the two techniques are 
essentially similar but yield slight differences in their results. Both cluster on the basis 
of warm, warmer and warmest. The heuristic technique has a small group of warm 
stations, a large group of warmer stations and a group of only two stations comprising 
the warmest regime (Figure 3.24). The iterative technique picks out the cooler of the 
clusters of its two-cluster search as one regime and then clusters the remainder into two 
further regimes, warmer and warmest (Figure 3.25). 

In both the two and three-cluster searches the techniques cluster in a physically 
realistic manner. Although this data does not contain the major frontal boundary that 
the previous data contained, one does see a north-south grouping with little cast-west 


coherence. This would be useful information in planning a sonobuoy deployment. 


H. SUMMARY 

The classical oceanographic method of water mass analysis, 1.e., T-S analysis, 
identifies water masses with similar T-S properties. Cluster analysis has demonstrated 
that it too can repeat the ‘natural’ groups. In the analyses described above, cluster 
analysis was applied to a variety of data and in most cases identified a natural or 
physically meaningful grouping. The algorithm can produce clusters artificially 
however, as in Figures 3.14 and 3.15; with this rather unnatural grouping being 
distinguished by the convoluted contours. 

The advantages of cluster analysis are that it is simple to apply and can 
accommodate many attributes simultaneously. Cluster analysis will reveal the ‘shape’ 
of the clustering, i.e., meridionally, longitudinally, circular and so on. The technique 
could be used operationally to ascertain the spatial coherence of data which will enable 
planning of sonobuoy patterns. Classical oceanographic analysis normally compares 
two variables (attributes) at a time. The cluster technique can easily deal with more 
than two attributes and offers possibilities for further research in that field. The reader 
is referred here to the work of Swift (1980), who uses tritium, nitrate ratios, etc., in 


addition to temperature and salinity to trace water masses. 
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Figure 3.24 Results of a three-cluster search at a sigma-t 
valuc of 27.8 for AIW stations using the heuristic technique. 
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Figure 3.25 Results of a three-cluster search at a sigma-t 
value of 27.8 for AIW stations using the iterative technique. 
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The disadvantages of cluster analysis are that the technique will always find 
clusters (depending on RHO) even in the absence of natural groups and that some 
cluster techniques depend on the starting value. The latter point leads to the ‘inertia’ 
problem where the technique takes some time to resolve a new cluster. This tends to 
produce a cluster regime boundary that is displaced from that of the natural 
phenomenon. This was seen above with the heuristic technique ‘displacing’ the EGPF 
to the east of its position, as defined by classical analysis. 

In conclusion, the cluster technique will not replace classical T-S analysis for 
characterising and identifying water masses but it does provide an efficient method for 
identifying the natural groups of large data sets. It also provides further potential for 


detailed analysis when several attributes are available. 
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IV. ACOUSTICAL ANALYSIS 


A. INTRODUCTION 

This chapter considers the acoustic characteristics of an area in the vicinity of the 
EGPF utihsing available sound speed profiles (SSP). The data fall into two categories. 
One set is a frontal transect made perpendicularly to the front, i.e., transect A. The 
other is a frontal transect made obliquely to the front, transect B. The transects have 
one station in common and are shown tn Figure 4.1. 

The analysis simulates an operational situation. It is assumed that the FACT, 
RAYMODE and PARABOLIC EQUATION (PE) acoustic models are available. Both 
FACT and RAYMODE are range-independent models and hence consider only a 
single sound speed profile and a constant water depth throughout the propagation 
range. The PE model, on the other hand, can accommodate multiple sound speed 
profiles and varying bottom depths. Thus, the PE model is well suited in the present 
oceanographically complex region. The PE model will also be run in the single profile 
mode for comparison purposes. No measured transmission loss data were available so 
the PE model results, due to the more complete physics of the program, are assumed to 
be more valid than those from the other two models. 

The next section briefly discusses the models and their input requirements. The 
results are then discussed. The theoretical ranges that would be forecast from the 


model runs are finally presented at the end of the chapter. 


B. THE ACOUSTIC MODELS 
1. The PE Model 

The PE model is a rigorous wave-theory model formulated by Brock (1978). 
The parabolic wave equation includes diffraction and all other full-wave affects as well 
as range-dependent environments. The entire range and depth-dependent acoustic field 
is computed as the solution is marched forward in range. The model has 35 input 
parameters to describe the environment and sensor dispositions. The main parameters 
are: bottom depth along the path, one or more sound speed profiles, source and 
receiver depths, half beamwidth, frequency and bottom loss data. For this study the 


bottom loss curves were taken from Unrick (1983). 
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Figure 4.1 A map to show the position of the two 
frontal transects used for the acoustical analysis. 
PheeG Pris also shown: 
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2. The RAYMODE Model 

The RAYMODE model, as its name implies, is a ray-acoustic model and 
combines ray and normal mode approximations to compute acoustic energy losses 
(RAYMODE, 1982). This is the operational model currently used in the onboard 
prediction systems in the US Fleet. Ray theory is used to determine the ray bundles of 
interest which are classified as surface-duct, convergence zone or bottom-bounce rays. 
Normal mode physics are then used to compute the intensity within each ray bundle. 
The program uses a single sound speed profile and thus assumes a constant depth 
along the track. The model has a built-in family of bottom loss curves taken from the 
Marine Geophysical Survey bottom loss curves. Intuitively, one would expect the 
performance of the RAYMODE model to be worse than the PE model in a strongly 
range-dependent situation. 

3. The FACT 9H Model 

The Fast Asymptotic Coherent Transmission (FACT) 9H model is similar to 
the Raymode model in that it is a range-independent model with ray acoustics. 
Classical ray treatment is augmented by higher-order asymptotic corrections in the 
vicinity of caustics, and the phase addition of certain ray paths (Spofford, 1974). The 
input parameters are similar to the RAYMODE model. The major differences are in 
the treatment of propagation in the surface duct and the bottom loss curves. FACT 
calculates the intensity in the surface duct from the principle of conservation of energy 
modified by additional losses (proportional to range) caused by duct leakage and 
rough-surface scattering of energy from the duct (Marsh and Schulkin, 1967). The 
bottom loss is determined froin the bottom loss upgrade (IBLUG) curves of Spofford 
(1980). 


C. ANALYSIS 

The aim of this analysis is to investigate acoustic propagation across the EGPF. 
A variety of situations are considered. Propagation from shallow to deep water and 
vice versa 1s considered, for both the perpendicular transect A and the oblique transect 
B. Initially propagation is considered using a single SSP from each end of the transect. 
This simulates conditions when only a single SSP is available, 1.e., no front is observed. 
In addition, propagation across the front is considered using multiple SSPs. For 
comparison purposes a frequency of 50 I{z 1s employed, although a few cases consider 
300 Hz. An arbitrary figure of merit of 85 dB is used to ascertain an initial detection 
range (IDR). 
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The sound speed profiles for the three stations which provide the single profile 
inputs are shown in Figures 4.2, 4.3 and 4.4. Consider first the profile shown in Figure 
4.2, a station in AIW to the east of the front. Although there is considerable 
finestructure, the essential acoustic features are relatively simple. There is a strong 
positive gradient from the surface to 35 m. Below this the finestructure creates two 
narrow sound channels from 35 m to 55 m and from 55 m to 75 m. This is mainly 
caused by the interleaving of warm and cold water, from either side of the EGPF. 
Below 85 m a weak negative gradient extends to the local minimum of 1458 m/s at 560 
m. Thereafter the sound speed gradient increases slowly, giving a relatively weak 
channel between 175 m and the ocean bottom. ~ 

The profile of a typical shelf station is shown in Figure 4.3. The water depth is 
Shallow, 250 m, and the sound speed profile mirrors the temperature profile. The 
profile is slightly positive from the surface to 20 m. Below 20 m a weak channel exists 
between 20 m and 125 m, with its axis at 65 m, the depth of the coldest water. At 125 
m the water mass changes rapidly from PW to AIW and the corresponding 
temperature increase 1s reflected in the increase in sound speed, changing 13 m/sec over 
75 m. Over the last 50 m there 1s little change in temperature or salinity but the slight 
positive gradient in sound speed indicates the influence of pressure. 

The third profile is shown in Figure 4.4. This profile is located in AIW to the 
east of the front, and is similar to that shown in Figure 4.2, without the finestructure of 
the upper 100 m. This profile shows a positive gradient of 10 m/sec over the top 65 m, 
which 1s less than the 12 m/sec in the first 35 m shown in Figure 4.2. There is a weak 
negative gradient to 455 m and then a weak positive gradient extending to the bottom. 
Thus a strong duct is present in the upper 65 m and a sound channel from 75 m or so 
to the ocean bottom, with its axis at 455 m. 

The three sound speed profiles discussed above simulate the information available 
operationally. It would be preferable to use multiple SSPs utilising all the information 
from source to receiver, especially when crossing such a significant feature as the 
EGPF. To this end, all the the sound speed profiles of the frontal transects are 
considered by using them as inputs to the PE model. The multiple profiles are shown in 
Figures 4.5 and 4.6. Figure 4.5 shows the profiles of station 270 to 277, the 
perpendicular transect. Figure 4.6 shows the profiles of stations 277 to 283, the 
oblique transect. The PE model ts run for both east to west and west to east 


simulations. 
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Figure 4.2 A property plot of Station 270, 
in Bae AIW to the east of tiem Gi 
(Bourke and Paquette, 1955). 
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Figure 4.3 A eae plot of Station 277, 
in shallow PW on the continental shelf 
(Bourke and Paquette, 1955). 
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Figure 4.4 A property plot of Station 283, 
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Figure 4.5. A sound speed plot of Stations 270 - 277, eee 
a perpendicular transect. Sound speed at the bottom of the water column 1s indicated. 
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Figure 4.6 A sound speed plot of Stations 277-283, |... 
an oblique transect. Sound speed at the bottom of the water column ts indicated. 
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1. Source - Receiver Dispositions 

For the single profile shown in Figure 4.2 (to the east of the front), the source 
is placed at 20 m. The recciver is placed first at 65 m, on the axis of one of the weak 
sound channels, then also at 150 m. The latter position is in the weak negative 
gradient in the upper half of the SOFAR channel. In addition, both the source and 
receiver are placed at 65 m to test a completely channelled propagation path. 

For the shelf station (Figure 4.3), the source is placed at 18 m in the surface 
duct. The receiver 1s placed at 65 m or on the axis of the sound channel. In the case 
of the deep water environment, both source and receiver are placed at 65 m. 

For the more southerly of the two warm water stations (Figure 4.4) the cross 
layer case of a source in the surface duct with a receiver at 150 m in the SOFAR 
channel 1s considered. 

When all SSPs are considered for the PE model runs, the acoustic 
environment from east to west and from west to cast is examined separately for each of 
the two frontal transects. This 1s done to test for acoustic reciprocity. Similar source 


and receiver combinations to those described above are considered. 


D. TRANSMISSION LOSS 

Propagation loss curves were generated to obtain the predicted ranges; for clarity 
only the forecast ranges are presented. These ranges are listed in Tables IX to XVI 
inclusive. This section considers the transmission loss as it affects forecast ranges and 
the final discussion section considers the differences between the models, path 
orientation and acoustic reciprocity. 

1. From Deep Water (looking shoreward) 

a. Single Profiles 
Tables IX to XI present the ranges that would be forecast using the 

different models. For a source at 20 m and a receiver at 65 m, FACT forecasts 11 km, 
RAYMODE over 65 km and PE 5 km. A similar situation occurs with a source - 
receiver geometry of 20/150 m with FACT predicting 14 km, RAYMODE over 65 km 
and PE 6 km. It is evident that the FACT range 1s over two-hundred per cent greater 
than the PE range and RAYMODE forecasts extended ranges that are more than a 
thousand times greater than PE. RAYMODE continues to be optimistic with the same 
source - receiver depths at 300 I1z, predicting 31 km compared with a FACT range of 
13 km. The only agreement shown in the tables 1s that between FACT and PE when 
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both source and receiver are in the sound channel at 65 m (for 300 Hz) when ranges 


are in excess of 65 km. 


TABLE IX 
PREDICTED RANGES (FAGH) 


Deep water, Single Profile 


Source (m) Receiver (m) Frequency (Hz) IDRe Gian) 
20 65 SIC lil 
Z0 1518) 56 14 
65 oS 300 over 65 
ZO 150 300 abs 
TABIEEX 


PREDICTED RANGES (RAYMODE) 


Deep water, Single Profile 


Source (m) Receiver (m) Frequency (Hz) LDR Cea) 
20 65 50 over 65 
Zo 150 3) 9, over 65 
20 LS 300 cial 


b. Multiple Profiles 


Tables XII and XIII present the ranges forecast by the PE model for a 
perpendicular and an oblique transect. Propagation perpendicular to the EGPF 1s 
greater in both the 150/60 m and 150/150 m source - receiver combinations. In the 
first case the perpendicular range is 9 km compared with an oblique range of 5 km. 
This means that the oblique range is only 55% of the perpendicular range. Similarly, 


at 150/150 m the oblique range is 64% of the perpendicular range. 
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TABLE! 
ENEDICTEDINANGES (PE) 


Deep water, Single Profile 


source (m) Receiver (m) Frequency (Hz) IDR (km) 
Zio 65 50 5 
20 iO 50 6 
65 65 300 over 65 
60 60 50 is 


* sloping bottom 


TABLE XII 
PREDICTED IAINGIES (PE) 


East to west, Multi Profile 


Perpendicular Transect 


Source (m) Receiver (m) Frequency (Hz) IDR (km) 
20 1S 510, Zz 
60 60 50 8 
50 > 50 6 
150 60 50 9 
50 iLs(8) 50 aval 
20 65 50 6 
20 © 50 7 


2. From Shallow Water (looking east) 
a. Single Profiles 
Tables XIV to XVI show that all 3 models predict detection ranges to 
the end of the transects and beyond for all source - receiver geometries. Clearly the 
strongly ducted environment permits significant trapping of acoustic energy, thus 


ensuring that all ranges extend beyond the 70 km limit of each plot. 
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TABLE XIII 
PREDICTED RANGES WEED 


East to west, Multi Profile 
Oblique Transect 


Source (m) Receiver (m) Frequency (Hz) IDR (km) 
TS US, 50 Z 
60 cS 50 S 
© 60 50 5 
150 150 50 " 
Zo oe) 50 5 
20 150 510, 4 
TABLE XIV 


PREDICTED RAWGES (FACT) 


West to east, Single Profile 


Source (m) Receiver (m) Frequency (Hz) IDR (km) 
15 60 50 over 65 
i> 150 S16 65 
as _ 150 300 65 
60 60 300 over 65 
TABLE XV 


PREDICTED RANGES (RAYMODE) 


West to east, Single Profile 


source (m) Receiver (m) Frequency (Hz) IDR (km) 
ns. 60 50 over 65 
15 150 KO, over 65 
15 iL sie. 306 65 
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TABLE XVI 
PREDICTED RANGES (PE) 


West to east, Single Profile 


Source (m) Receiver (m) Frequency (Hz) IDR (km) 
Lo 60 B10) over 65 
Zs WEG, DO) over 65 
60 60 300 over 65 


b. Multiple Profiles 

The ranges for the multiple SSPs are longer than the east to west case, 
both for oblique and normal propagation (Tables XVII and XVIII). Comparing the 
15/60 m source - receiver depths, a range of 41 km is forecast for a perpendicular 
transect. The oblique transect forecasts 35 km, about 85% of the previous case. Fora 
source - receiver disposition of 15/150 m, the oblique transect forecasts 77% of the 
range of the perpendicular transect. For a source - receiver depth of 150/150 m the 
ranges are 65 km for perpendicular propagation and 54 km for oblique, 83% of the 
former. Similarly, with deep to shallow water propagation, there 1s a significant 
reduction of range for the oblique propagation case compared with the orthogonal 


Case. 


E. DISCUSSION 

The purpose of this chapter was to investigate the differences, if any, in range 
prediction between models, in propagation both normal and oblique to the EGPF and 
also reciprocity. These results are discussed below. 

1. Model Differences 

The range-dependent PE model 1s able to incorporate multiple SSPs and 

bottom slopes and is assumed to be the “best” model, 1.e., the most suitable of the 
three models considered. Thus, the results of the PE model are used as the basis for 
comparison. For a west to east comparison, all three models using single SSPs gave 
the same results, 1.e., an initial detection range of over 65 km. The PE model, when 
used with multiple SSPs, and a source-receiver combination of 15/60 m, forecasts 
ranges of 41 km and 35 km for the orthogonal and oblique case, respectively. The 
situation is different for a source - receiver geometry of 15/150 m, where the multiple 


SSP PE forecast of 65 km is in agreement with the single profile models. 
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TABLE XVII 
PREDICTED RANGES (EE) 


West to east, Multi Profile 


Perpendicular Transect 


Source (m) Receiver (m) Frequency (Hz) IDR (km) 
at 60 50 41 
1G 150 50 65 
60 60 50 over 65 
100 60 50 63 
150 150 50 65 
60 60 50 gx 


* constant water depth 


TABLE AVITI 
PREDICTED RANGES E 


West to east, Multi Profile 
Oblique Transect 


Source (m) Receiver (m) Frequency (Hz) IDR (km) 
aks 60 50 iS 
bs: S19, 50 50 
60 USI: 50 SF, 
150 150 50 54 


The strong positive gradient found in the shallow, continental shelf waters 
would be expected to produce relatively long ranges, as much of the energy 1s 
waterborne, due to the strong focusing in the surface duct. This focusing of energy 
produces the enhanced ranges of the single profile models. The multiple-profile PE 
model is also heavily influenced by this initially strong focusing. In addition, the 
presence of the EGPF is diminished as it too contains a duct and energy remains 
trapped in it. The reduced ranges for the 15/60 m case are due to the receivensaum 


profile. The receiver depth of 60 m is a local sound speed maximum leading to ray 
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divergence and this reduces the forecast range when compared with the 15/150 m 
geometry. 

The east to west, or shoreward looking ranges highlight significant differences 
between the models. Single SSP ranges are similar to those from multiple SSPs, 
underestimating detection ranges by about 15%. The enhanced range of the PE model 
is probably due to a focusing of acoustic energy as the shallow water profiles are 
incorporated into the multiple SSP model, thus increasing the ranges. The FACT 
model is rather optimistic in that its ranges are about twice those of the multiple SSP 
PE model. RAYMODE, however, ts unreliable with predicted ranges in excess of 65 
km, some ten times longer than the assumed best answer. The cases considered for this 
shoreward-looking case have the source in the surface duct at 20 m with the receiver 
below the duct at 65 m and 150 m. FACT deals with this cross-duct case by reducing 
intensity by 10 dB, which would appear to be slightly optimistic. RAYMODE, in 
contrast, deals very poorly with this case seemingly regarding the whole profile as an 
extended duct and producing the excessive ranges referred to above. 

2. Normal and Oblique Transects 

While oblique ranges are less than those normal to the front, there is a further 
distinction between west to east and east to west propagation. For east to west 
propagation the oblique ranges varied from 55 to 64% of the perpendicular ranges for 
various source/receiver combinations, whereas in contrast, the west to east oblique 
ranges were 77 to 85% of the orthogonal ones. The greater similarity of the latter case 
is probably due to the fact that both transects share the same source profile. This 
common profile is from shallow water with the strong positive gradient trapping 
significant amounts of energy. It is only the receiver profiles which differ and it is the 
source profile which has more influence on propagation. In contrast, for east to west 
propagation the orthogonal and oblique cases have different source profiles. As has 
been pointed out above, the source profile for the perpendicular case has a positive 
gradient of 12 m/sec in the upper 35 m, whereas for the oblique case the gradient 
change is 10 m/sec in 65 m. In addition, there 1s an absence of finestructure in the 
source profile for the oblique transect. Thus, it is probable that source or receiver 
profile differences are the major factor in producing the different ranges, although thus 


area is one which would benefit from further study. 
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3. Acoustic Reciprocity 

As described above to test for acoustic reciprocity both east to west and west 
to east profiles were input to the PE model. Ranges for a deep water source to a 
shallow water receiver are shown in Table XII, those for the reverse direction in Table 
XVII. The two source - receiver geometries chosen for comparison were 60/60 m and 
150/150 m. The 60/60 m case has a predicted range of 8 km when considered from 
deep to shallow, whereas the range is over 65 km for the reverse. The difference in the 
150/150 m case is of the same order. 

The propagation loss (PL) curves for the 60/60 m case are shown in Figures 


4.7 to 4.10. The PL curve for a deep water receiver (Figure 4.7) shows a rapid fall off 


of energy to a minimum of 96 dB at 12 km. There is a broad CZ region between 20 ~ 


and 28 km (for a FOM of 85 dB) with a second CZ between 40 and 55 km. The signal 
excess 1S a maximum of 6 dB and 12 dB in the first and second CZs, respectively. 

In contrast, the PL curve for the shallow water source to deep water receiver 
(Figure 4.8) shows the influence of the shallow water profile. The highly positive 
gradient and consequent trapping of energy results in a significantly different shape of 
the PL curve. A signal excess of at least 15 dB to 20 km 1s noted; beyond this range 
there is a significant increase in transmission loss. However, there remains a mean 
signal excess of some 3 - 5 dB to 65 km. 

In an attempt to distinguish between multiple profile and sloping bottom 
affects, two further PL curves are considered (Figures 4.9 and 4.10). The case of the 
multiple profile with a flat bottom is shown in Figure 4.9. This curve is virtually 
identical to the upward sloping bottom curve shown in Figure 4.7. Again this 
emphasises the importance of the source profile in determining acoustic propagation. 
This was also seen in the relative similarity of ranges when using either a single or 
multiple SSP PE model. The range predicted using this multiple SSP, flat-bottomed 
curve would be 9 km compared with 8 km for the assumed best answer. A different 
picture emerges when using a single SSP but an upward sloping bottom, Figure 4.10. 
The single SSP used was the deep water profile at the eastern end of the orthogonal 
transect. Initially, the PL curve looks similar, in that a range of 7 km would be 
predicted, 1.e., transmission loss is 85 dB at 7 km. However, the signal excess falls to a 
minimum of -40 dB at 20 km, which the multiple SSP PL curves indicate as the range 
to the first CZ. The influence of the deep water profile is paramount over this first 20 


km with energy quickly spreading out and dissipating. Gradually the upward sloping 
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Figure 4.8 A PL curve for PE at 50 Mz usimesiamiiiele 
sound speed profiles from a perpendicular transect (west to east). 
The source is at OU m, the receiver 1s at 60 m. 
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Pieter vee i lvcurve for PE av 50 11z using multiple 
sound speed proliles from a perpendicular transect (west to cast), assuming a 
constant water depth. The source is at 60 m, the receiver is at 60 m. 
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Figure 4.10 A PL curve for PE at 50 Hz using a single 
sound speed profile, assuming a sloping ocean bottom. 
The source 1s at 60 m, the receiver is at 60 m. 
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bottom effects come into play. The shoaling of the ocean floor produces the recovery 
of energy shown around 40 - 50 km, rising to a maximum signal excess of 10 dB. 

Due to the significant differences in SSPs on either side of the EGPF and the 
strong influence of the source profile vis-a-vis the receiver profile, acoustic reciprocity 
does not pertain in the waters of the East Greenland Current. A shallow water source 
(i.e. One positioned on the continental shelf} is likely to be detected by a receiver 
Operating in the deep waters to the east of the EGPF sooner than the reverse case. 
For the reverse case direct path propagation will be considerably lower, although CZ 
detection 1s possible. For example, with a FOM of 85 dB, a shallow water, continental 
shelf source is likely to be detected beyond 65 km, whereas for a deep water source 
detection is likely to only 8 km. 

4. Conclusions 

Because of its ability to incorporate range-varying parameters such as SSPs 
and bottom slopes, the PE model is the most suitable of the models considered. This 
range-dependent model is better suited to a range-dependent environment such as the 
EGPF region. FACT is less than ideal but gives plausible results in the shallow water 
environment and forecasts ranges that are optimistic by a factor of two in deep water. 
RAYMODE, while similar to FACT in shallow water, gave unrealistic results in the 
deep water environment. 

Differences were noted between propagation normal and oblique to the 
PGPE, apparently due to SSP differences. However, in order to determine whether 
there is any significant difference in propagation at various aspects to the EGPF, 


would probably require a specific and carefully designed acoustic experiment. 
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V. SUMMARY AND CONCLUSIONS 


Two cluster analysis techniques, one heuristic and one iterative have been 
employed to investigate oceanographic data from the Greenland Sea. In particular, the 
techniques examined the natural groupings of the water masses of the East Greenland 
Current. Cluster techniques are not limited to temperature and salinity , but can 
accommodate any number of properties. Cluster analysis was succesful in identifying 
the natural groups, 1e., the water masses of the East Greenland Current] 
techniques applied to various subsets of the EGC data proved to be robust and — 
generally reliable. Of the two techniques, the iterative technique proved to be more 
consistent with classical oceanographic analysis. The heuristic technique, in which 
each entity 1s considered only once, was less successful in identifying the locus of the 
EGPF than the iterative technique. The cluster technique was shown to be simple in 
its applications and revealed the ‘shape’ (spatial groupings) of the data. 

In addition, the technique was demonstrated on single attribute (variable) 
subsets, in particular temperature data. The results showed that cluster analysis using 
single-attribute data has useful applications in providing a quick categorisation of an 
ocean area. This should prove useful in obtaining some insight into the spatial 
coherence of selected areas. Such results would be useful in planning sonobuoy 
patterns or in determining the validity of XBT information prior to an acoustic 
forecast. 

The acoustical analysis showed that acoustic reciprocity does not hold in the 
waters of the EGC. Ranges from shallow to deep water were far in excess of those 
from deep to shallow water. Propagation across the EGPF was shown to be different 
for normal and oblique cases. Oblique ranges were of the order of 80% of the 
orthogonal ranges when using a shallow water SSP. For deep to shallow water 
propagation, oblique ranges were of the order of 60% of the perpendicular ranges. 
The common shallow SSP has a very strong positive gradient causing significant 
focusing of energy. This ducting is continued along the track and only small 
differences in receiver SSPs are required to produce significantly different ranges. For 
deep to shallow water propagation the perpendicular and oblique cases had diflerent 


source SSPs. The orthogonal profile had a much stronger surface duct than the 


90 


oblique profile. Energy was more quickly dissipated in the oblique case leading to the 
further reduction of transmission loss. The three acoustic models, FACT, RAYMODE 
and PE, all gave similar and generally reliable results when using shallow water SSPs. 
However, when using deep water SSPs for east to west propagation across the EGPF, 
there were significant differences. RAYMODE was extremely optimistic in its range 
prediction and FACT gave ranges that were twice those of the assumed best model. 
The overall conclusion of the acoustical analysis was that in such a range-dependent 


environment as the EGC one needs a range-dependent acoustic program, such as PE. 


9] 


LIST OF REFERENGES 


Aagaard, K., and L.K. Coachman, The East Greenland Current North of the Denmark 
Strait, I, Arctic, 21(3), 181-200, [968a. 


Aagaard, K., and L.K. Coachman, The East Greenland Current North of the Denmark 
Strait, I], Arctic, 21(4), 267-290, 1968b. 


Aagaard, K., J.FI. Swift, and_E.C. Carmack, Thermohaline Circulation in the Arctic 
Mediterranean Seas, J. Geophys. Res. 90,(C3), 4833-4846, 1985. 


Bourke, R.H., and R.G. Paquette, MIZLANT 84 Data Report, Tech. Repriiie 
68-85-018, Naval Postgraduate School, Monterey, California, 1985. 


Brady, B.J., A_Critical Analysis of Ocean Thermal Models in operation at FNOC, 


B 
Masters Thesis, Naval” Postgraduate School, Monterey, California, September 


Brock, H.K., The AESD Parabolic Equation Model NORDA_ Technical Note 12, 
Naval Ocean Research and Development Activity, Bay St. Louis, Mississipi, 

Chatfield. C., and A.J. Collins, Jmtroduction to Multivariate Analysis, Chapman and 
Hall, New York, pp. 246, [980. 

Ort. con Cluster Analysis for Social Scientists, Josey-Bass, San Francisco, pp. 233, 

Marsh, H.W. and M._ Schulkin, eter on the Status of Project AMOS, Naval 
Underwater Sound Laboratory, New London, Connecticut, 1 


Monsaigneon, L., Ocean. Thermal Analysis and Related Naval _Operational 
Considerations in the Ionian Sea, June 1980, Masters Thesis, Naval Postgraduate 


School, Monterey, California, September 1981. 
Mooers, C.K., Notes on the Empirical Orthogonal Functions, Class notes for Synoptic 
eae Oceanography, Naval Postgraduate School, Monterey, California, 
Paquette, R.G., R.H. Bourke, J.L. Newton, and W.F. Perdue, The East Greenland 
Polar Front in Autumn, J. Geophys. Res.. 90,(C3), 4866-4882, 1985. 


Preisendorfer, R.W., Notes. on. Empirical Orthogonal Functions, Class notes for 
Iime-Series Analysis, Naval Postgraduate School, Monterey, California, 1982. 


RAYMODE, Passive Eycolek Eaelntehe Loss Program Performance Specification, Document 
No. 8205, New England Technical Services, Portsmouth, Rhode Island, 1982. 


Sleichter, W.T., Modeling Acoustic Propagation Across the East Greenland Polar 
ront, Masters Thesis, Naval Postgraduate School, Monterey, California, 
December 1984 

PHDENO Cluster Analysis Algorithms, Ellis Horwood Limited, Chichester, pp. [85, 

Spofford, C.W., The FACT Model, Volume 1, Acoustic Environmental Support 
Detachment, Washington, DC., 1974. 


Spofford, C.W., Interim Bottom-Loss Values and Geographic SPS Eo Based Upon 
Sediment Thickness, Science Applications Inc., Mclean, VA., 1980. 


Swift, J.-H. K. Aagard and_S-A. Malmberg, The Contribution of the Denmark Strait 
Overllow to the Deep North Atlantic, Deep-Sea Research, 27A, 29-42, 1980. 


ope 


Tunnicliffe, M.D., An Investigation into the Waters of the East Greenland Current 
Masters Thesis, Naval Postgraduate School, Monterey, California, September 
2, 


UNESCO 1981, Tenth Re apes of the Joint Panel in Oceanographic Tables and 
Standards, Unesco Tech. Pap. in Mar. Sci, No. 36, 15-18, 198F. 
Urick, R.J., Principles of Underwater Sound, McGraw-Hill, New York, pp. 423, 1983. 


93 


INTTIAL DISTRIB ERO Seon 


. Defense Technical Information Center 


Cameron Station 
Alexandria, VA "'97304- 6145 


. Librarv, Code 0142 


Naval Postgraduate School 
Monterey, CA 93943-5002 


» Chainnan, Gode 63m 


Department of Oceano eye 
Naval Ont EL Se O 
Monterey, CA 9 


, Chairman, Code os Rd 


Department of Meteorology 
Naval Postgraduate Schoo 
Monterey, CA 93943 


. Dr. R H Bourke, Code 68Bf 


Department of Oceanography 
Naval Pea School 
Monterey, CA 93943 


ee Oy er) lS ese Code aeEy 
y 


POETS ot Oceanograph 
Naval Postgraduate School 
Monterey, A 93943 


. Director of Naval Oceanography and Meteorology 


Lacon House 
Theobalds Road 
London WCIX 8RY 
England 


. Officer-in-Charge 


ee ee Centre 
CENCEDVEET 


Northwood 
Middlesex 
England 


» bt Cdr yl Heo Royal Navy 


ee emtre 
oh 

Northwood 

Middlesex 

England 


. Director Naval Oceanography Division 


Naval Observatory 
34th and Massachusetts Avenue NW 
Washington, DC 20390 


. Commander 


Naval Oceanography Command 
INS te Stauon 
Bay St. Louis, MS" 39522 


94 


No. Copies 
2 


Chay 


2, 


i. 


14. 


iS. 


16. 


Vi. 


18. 


AP 


20. 


I. 


v2. 


. 


24. 


13), 


AG 


Commanding Officer 

Naval Oceanographic Office 
NSTL Station 

bay ot. Louis, vis. 39522 


Commanding Officer 
Fleet Numerical Oceanography Center 
Monterey, CA 93943 


Commanding Officer _ 
Naval Ocean Research and Development Activity 
NSTL Station 

Payeoteeouis, MS 39522 


Commanding Officer i 
Naval Environmental Prediction 
Research Facility 

Monterey, CA 93943 


Chairman, Oceanography Department 
. Ss. Naval Academy 
Annapolis, MD 21402 


Chief of Naval Research 
800 N. Quincy Street 
Arlington, VA’ 22217 


Office of Naval Research (Code 420) 
800 N. Quincy Street 
Arlington, VA’ 22217 


Scientific Liaison Office 

Office of Naval Research 

Scripps Institution of Oceanography 
amvoila, CA 92037 


San Ysidro, CA 92073 


Library 

School of Oceanography 
Oregon State University 
Corvallis, OR 97331 


Commander . 

pea Systems Pacific 
OX 

Pearl Harbor, HI 96860 


Commander (AIR-370) 
Naval Air Systems Command 
Washington, DC 20360 


Commanding Officer 

Naval Eastern Oceanography Center 
Naval Air Station 

morolkk, VA 23511 


Commanding Officer 
Naval Western Oceanography Center 


ox 113 
Pearl Harbor, HI 96860 


5 


27. Commanding Officer 


Zo, 


pase 


EU b Cie Lavoro} Command Center, Rota 
Ones: 
FPO San Francisco, CA U9 o40 


Commanding Officer 
Naval Oceanography Command Center, Guam 


Box | 
FPO San Francisco, CA 96630 


Director 

Arctic Submarine Laboratory 
Code 54, Building 371 

Naval Ocean Systems Center 
San DWievo, CA 92152 


96 











DUDILY They LI ritwy 2 
NAVAL POSTE RAI a OT, 


MCONTURLY | So ae ~J43 GO002 





BBS Aid oF Ry we Re 
AE p Hash HopsGuds sae. 2 
“si bites nsne ch ss pa 
tees pian 
















& 










o 
M 
homes 
“ 
A 
- > 
st 
Sy 
& 
Feet as 





>. 
> 





legend »: 


BERT tsi Rede ee 


SP Ubnee 
ar oe 
MBAR Seb ab fold 
ddd 7 ‘Aah . 


Water Blass a eget ana sles of the 


° ae A *s 
Pa SH ing : ; * es « 
r é : ‘ - . * ple . 
\ : i a . « 
: ‘9 Ls | 2” = _° ee « ‘i es ’ 
. * © £ a ° 
at 37 TE a ae ® Dpe ae , ‘ 5 = ‘ = 
‘ me 1S | = 5 "Ne Taos ae t Z 
h . ' . Po? ‘<4 Oy . 4 ; : 
: . 
Be - e a “ 4 
>» e? s 8 


o 




















3 eran d sm 5h 
mths ey 
a Be ah 


2 De af sey 
Wt pedeed ee ea at ia P 
ste & a! pre 9 | by et eg at 
Seat Bae PB nd rint, 2! oa. W\ Poids swears 
Psacnen Sika Pik ta oa 










“31 ; 
pre 


mA ihe erty 
ay 2% os & the, 







" 
Pak eie tow 
x. elt ot OSE FES 








2 *s 4 ig % a Py j : 2 . 7 - 2 
RE 1 feb 3, ‘ oh ye . <] 
y "32768 000 pen mee ee 
wb 6S, £8, 20 - oF ay, b 7 * 
Ars Parser, pr wrreis MHF 7 Tian art Sea Vian? a 
’ Hike obs ‘ 8 ott eh tbh SMD Fokco at 2 
rf Pape gy ch maa? -8.$4h.9 poabesad Mat i 





) _ pak Reb es a5 7 
OS OWE a O arb 0% 


AA 
Vids Rom Pal off coved oh at 









































































































































































































































































4 : 1 
. ai i . » 
ee Bee ' ’ ’ bd - , 
Lae | < aoe . 2 
ci > te * 5 : . 7 *@ -¢ . 
se Dearie F ® : ' eee bite . 

RPAH Oe LA i “4 "Ee reais ‘ ¢ * ° 
PP MO te AE #5 ha dhbok OR, ee q << pee at 3 5 = 
a errrers wih jthahak rhe Bass — , = fe. ‘ i eet Ya ea 
Fit > A patere nce hoon alt ? = of Ae ee ches a? " « 

(scU A" Dt tere serge, abe ‘ a: a, : i ; 
n arald & 6 Gotti i TR rs ba Vit at of 3g are” er: « 5 , * *” G = Pa 
ee: hsb attheasss: ta hab. oe ie ‘. : re ‘ tt & ° u ‘ Fe 

oy AE OAD DRL e RA ap Rab vt ats 4 ape “ . * "ea - . bs « ° 

18 dnp Che ee spats, 5) AS one prorat yao F ' = 
than te Snes « 64RdZea i ote - ° L 

orig ol ENOL 8 uh Seite: 1 F ; : a © . 

re tte ey é . Pr ’ Oe . 

Ohh hor tte firde. bs aes J ‘ ae ' * ‘ ' : ais“ 

Ranken A: a ere peas er PF RR Nite A Ug olen. 7 ol ae : . . 

MH OR eh Wank Sook yy, “ra A tp: 5 Rta yt: eo A piste Ooo Pee a ar eee ‘ = ‘ 

a ee) A pind oe Whabs LAMA 6 cay. vy ee obey ss : eg i COC ia. : ‘ x 

as 20, Pagel 4 2 8 920s fits $A ie reer ae = a," ae . ‘ a « ‘ 
1h eta. il Saenebe) 4 shyt i oetieg . . t i “a 5 ? . way ees e Pa e- . 

rah Mages. 924581 Pa ty nee Thee og be , Pa . oT] 

cteineridl totaal be * FE “ me . 4 a - ze * ‘ 

et ee tT eee ees ee ia wealte 3% Aa hs - 4 z p, z . « e ; . 

Miah: pee < ivy ; rn Minthisad - Tarte) ’ : 

RSP a ny as m i a eee ys ae 4 a ' té ! 6 
tea Batiaateien Mhaaies fe te a beet eo te van dled a . coe “70 a : , . ' ae | is ' e ¢ e- 

Of AE: ED. Od Pair, Ss) ph Sead aye ita Pn aie Part F F ‘ 1 a . ven ’ 

Pig Nat URAL Wed we sie FR MEADS of UE Kos wie oe LY i 4 F i a * a+ 
in Mod cance A} an es Rr etiet- fet ee A ot) anid Am Le ery et Pee Poth a * 
a A, nae satiny An FREES. © Bagyli, OS fasta sas fa M P a i er 

eg ye hak spe * tt ond. fg Mek Ge Gaa hk ies rr eo. ’ 
rab 4 3 tite Ce Oe MeAEA Argon a gsiccrast ry ’ 
eyes | Preece Bene ey er Sraestnseae hc bebe 
oe Lee hice tehsil hee} ry er SORTS 2 aot Tp USEPA TaN Cree area 
aft. cabs iis fe ow Wadd Sart om anieke ve) ts g2d.9 iS ee, 

“fe 7 PPAR TE aly oo ashe, ae ta ele a “nh thd Frits #592 aaeride sg 
FaAsr nnd Bibdtodan adh ag diay cae | th ob han’ 4d MPLA 8 fs ret Od ss BED : i ue 

© tha th ste son Bach eB ‘f pore Pind ds Fer eS) Mist yii shea ; gh me Bikini be? ; 
Art of em di Ur dpa? Pak fi wont Bods 8 ag: set fin’, be) wf raph e! sé 8 aS Fist 050 fda 8 ® * 4 
oy eh bia fae oh wees hd Sa rhe i a ee » AS au abt. Th f » 
oH me: AYE ate 69m oh ok oun 8s aap tas G0 ;  dise fag 'e : 
ee al al BBA Sali Sed aaah ofith 2 9% ee Fr "eae . e 
Mot Ore eT Or ee Be wre, we ° ? ‘ ‘ 
sat wh nk [ue ae On) UB ah dh» , : me gee sa 8 i ¢ 
Wald deh whee OE bi: OeUPevL at yt 3 sash, Bani hOd meet c ee ttf ee nae , ' 
ARDY oft Od bode? ‘vhr dss % “k ayes bot fs arg 6 o 4 cedae a doe antsy Trzteseta oy gk Ci Ra har 
WE or sigh Esrar yg SE a eo been ee Pe ak Sateen nh Fat ar ay flvsx. 2 OR Be Lt eB ee balan (6 os% ae Ca Oe ne : yoo ® 
AeA Pat od irae 9 al Pore ot Cie de wigh'= 82 rehs pty we ASH ees bs “gab beri ONs . ‘ 7+ 7 
Fide. shy Bho Setar s a. ua ees taeehed ; if Roba of or rt ° ai wy rt ee ene ° Fy ot 
sebket rae testy yp z x ae sath Net ily The Roy e - 
PAF dad sets CM oe ay | nis 4 22 fbf af + Fre aisrer sel meet LPs wan ‘ ‘ 
1s Ginthy BY Shee BAN LE ee seas Att. spate ac ° z 
SAP tas met se z ait hieeesig? “7 3 saree po ens 
Fg ae $1 d Vass . 

pert aN ae s 48 . . 

BO ak ot a8, pe m By . . 
Cate ay aM iedenk, Mer Oe fF 3 iat 4 Shans i. ia se * 
if ae Pe aca nny sf Ale Bato> a AN LG ro ar Use Ce I os ake: 
Fae #73 ‘ $16 ut pi 910. din ae peat ne ee POa ie Prat eo; be = e 
abs st LRN, Ht Saints: este Se: Re ay 1 a v a eee . 
Pad sani ee a tae hy ie Ae RRS AS bah ned ol F : ia 
ee ieains iat ae oe ah Tie ss * 
ie 4 Hs » 
De pats vaio 
ae Baan | Sf iss 
ch vate xt eae ep ie whet ut Ars 
Folate rf 4 ve Omeat ES dene etye ‘ex g 
NP ale pAb aad my) aM tere Qttysare: Prt i 
+4 nies Sane = opel i Ly vip 
at Fon x, 


icing’ ehSa od, 












was e 

AF LI ave Peer es Par iy e5ety . 
J 1958 Faeahe ry Saw ee 
o ake oe ad 


iat 
Bcate an 


ae, are ae, 
rae Rae Pokies 7 ae 


Yo ot Sree 









oo ein ke 
Pe ee 




























2 nied 





“eadee Part + 
















w #4 La ea ee 
Reta Wek P find 4.3285, b Used ita Peay les (He ee 
os Seay eres * 4 
ae er Oe 
oe Prag i e 






ee ate e 


fee EE ray 

































































ue 
4 eld tea Be & a Sa, a ity: wore 
Re a oF, Pee Sd aieeitats ve Sad Be Ls 
$0 se A}, obesity Hh tae & vy 
at ge Wa 92g AL De eaPee igh Fos sates 5° 
36 af adopt Stvatesnce > ee Le a is x) ‘ 
fyi Ng mf Ha Seaae aie tte a Kid 

PEN MEI Ts Hedi AEP a id val el . arte oR tes 
AD NAT ee] Pa it cra sia Rees es nes: ay 
eae Fa, in) Yb Bone 

* pe reek, 

i Peet a sd 


$4 a 8 ae 


Pht Ot are wd 
raves feat 


ine e a2 






















bo? ae ro® 
AF Moh dg, BEY 






or ae 




























Shana 
Bo, Le ve hetens Rat Ke. HALE Tat Se 
ne ¥ ee aigidereneey PERL eae eee de AF, Bie Bit “et 
ety es =? mks SEN Seas f “d Sa “fea ‘sy 2 Y; ree e ” 
oy . SPAT A Teed TUS Os by ¢ ‘ f FIs iy 6 ‘ 
oy De rotte ey zt HR Phe at des Ebss.er a 3 a : 
of wr a *. Pee Ted ce, fay # ¢ HIKE eT Ys te Pret é Seee ees —* - 
git Ae uaNdabes Sr hr Pars Per ary : 
PAP ys PBL AT 7 oe - he 





PER BL SO hy Oy Rare nm | 







Loh a OW ar Fults @ * 
ota Bye ee ry Need Tis 
#4) * nm a" BET 
edie? wUr « as prety ees md a3 
ey - 










# Le oo Pe ba es 
Se Fite vane Be 
SEC o: 


bes Sle hse 
Pethanes 






































Beate Lie 
Fa a 
PESTO LA Tote > haces © Pu 
> ari) BSP te 7 rat EUs 
Z é be. P 

a A) “. ty #8" 5" oye, yrd Pe 3s a « 

son ae os ee ea iy ican ie EH ; ie we ‘ “wat apdiites ba 7 ri ee, 
¥ “By ee . 
gig bay sites prune eee te ; ies itt ete 
S> 


aaNet 2 IS Ne 






heal why 
dato eae ere PERSE Sya° it nite 
eR Esa hea ‘8 av Posey ys ei biaPrt es wn eeg 
a ecb » rt errs aude atte TOP ty 


Vises area se pr 
pai PR Bok? PSR ie NS Lat AO 






















a 












































































4 ’ ae Can ee uy 
* tite ‘ a a do gts 
wag tye: ait PS rid + Peart a, 
, a } PEN Se Aro Bes Nie Reh TL PES f “y "y ry 
pice a ae Ay he a, ne Fe id RT 3] eet if 4, Et hited 8; ) 
rs se Web ats? SALE *” . } ny Be aeah SLE: esa? 
AR ve: MASS , <M consi Rather ge na 4 afgut® bY 0 eee Ley Sige pd : 
Bae ve ae ht bb ra) ! ee ae bre 0 | “ baeco ER etn ee t,t nt 
NA AL se wha SeSCY 5 Pee oe Ay,’ Masg 4ate ma Cong Pare oe sh Lat tryes 
Faw Patni Y a Wa sage IMS Yw'5as, a é* : sie" . et fe 
a NS es iGiicetots tet esere dy: a. 14 i ee, BETTE, 
ney ad cai Mywigaeye, Paar D P FA Pte x 
HAS ENP EO PUY Party \ psn: Ne ates 
beso Phe prt hace 
yatta Reta gedcase 
Lb See Lg, od ss Siete 7 ties ps a 



















EY Nary' a8 A 
{7 Ge an inten 
atts 





7) 
PIER IAL A OS? ag aias f are 

Pye S Pat fot ate fe: area t apart 
SHER Riv Oe asia the EN Pp at BA, ites 
patties saitomnahar gies RaRyicse 
0 Fi Ths a rear) 
SPURS oe RMR OMI EE Bic R UN hy 


Se eeae reeds 
SEE SRE igo gi HE eS, 


ke oe ey su 
Pipes Paty ; ’ 
aera * 





= <a 


















Sos wee oe 






Nee SUNILE  Poye BS a 
Nor al iWon, red et rsh fey Oy she 
Si Pa? Boy pres Hiieleaket tatty Fyre, pahans eeran 
UA Neate Gt asi Seba be Sale Big 
ISS Vee rye, S 


hea e i 

ee P98 ke Sp i? a vA, + Mapied ey : 

bei 2° %. ni a 

TH WHR eat aa ay, e+ Fd kid < Kt 

Para etalk re hae AN RST on it rep 

siete He ae PES aa rye wuss 
bid tase is ee Sees 

PL PPIN IES TE hyo 

Whar Pksekpas RST 

FEET A 





























avetade " 
Sgdet ae: 3. fate Ye 5 


BR tae 
ate’ oe 4 A 2909s ie 

ven at an wy issn se, scaety eas hy “ ag mete gs 

« HS tayyee i 

anatase Races he Seat nm ba Hayeas ates 


uit Ratear tio gas ane 
Pe Fi-7 o ity 8: ®, vs 
a Were Foo te Are yelt ee PEs Sermo At ah Sy xe vag ti toPh] Taye} 






SotF eq? 
ete stPesuat 238 Lore 
sO Le eS oe Yes Me ee 
ae tiv) atet ghee ye i) yw 
ernie. wyegtet, ee 
C aed OO Lb anil cee a 
3 AT Pee rad ey eae 
ey vlad rent y a 



















































































4 Se te od av. =. ¢ 
hy er a! « 
an Ny ie a%e re ee 
«~ * “a* ae ep @ “eo 
4 ry * . e "es 
BNGUISEE INTs NERA Je NA Ba es She of Caen ors 
es ae A PA rye o Fy SANG Syathy Layers. eBags Tih oe ‘¥ a es “A? ‘ St ee s ae 
Bhat BAd Sve we SAVIN ct ay FEY FEE BY ery 5. ¢.03 POM tae BUR ae ee) ar) cule 6% = 
Mareen rose A many rea tae Wika th tar ehierae ae ok Bd, Ph nyt Ssyee 5h Patra rs eM uiera: eee > 5 Ae On wots Yee el 8 i sue an F R 
oe a AVP ray es Fa BSS yr yn ah W Pages AAAA Seles AY jaye E phe . 5,8 « tek. fF BM, aw eo o8 gp ats * a 
fsa x thea tout basa gat tees. Sik se pe ne eevee ae he aac pad | Oates ave a re 
PORES DES Yer ree alate tes @ pet Cece Yer aye ty UIT wey oP ITD: ’ Vey eke : 3 . a = | etetate re. Sela hs * 4 . ‘ « 
Sa Bla ear #39 drys Tomenslante ary. Serta wee. te! Des Se te Setetot as Te, 26) : e Parner aighol gacBince a Wieeaeyen : 
sae oad "PETS se Fe 4 Re pers ly by NOB se oe ery gere i avegey “3 rentals : at : ane 34, : 
sy hme ig Yo weet ore-y-~ Ch ae Bath pcan i Salsa k Le eae: Sg bea oe Me cE 
ary Pena api Higa tis sone Wn ttMth inl ciara ke STM ANB Wa we gee ik ‘ 
be ee | ‘oe rend ¥ mY ” . 
* bit a Aah Fal bear! ret bcd gle Os aout ts saya Hy cee eit atin roa, Sith er 
| i) er fe hte tletee witha ace a Bt 









FINS pT, A gerd fd w 
MEGAN cece New rere, ravensy aes) 
pt Vieayly. id Sor atain Cees 


0 oyrmag Sere 8 
ee ae te a 


ve Ode uy fa ths aiplgehte ie See 
Sen EAE FPR pee sere Pk eye, ate 


oe by 
MIST HY ry, wim DY pe Ty i, Auuee eae 
peat otehentik brartt an : 


UNE int 
























% 
yo Sa 






























Par ae ee ee 

























J 
8 
j ne » o. 
- = " ‘ ‘ ‘ - wae 
ve a. NARS +¥. P até 
whey, 3 ure tn 7, “ 
eae ,' sa haben ARAES x i - ; 
At AY eS «, + 
SULA AA. ' sPatanyt 
pt yuan Are Se ae 
bia) gence ahs wis AA AIhYh Ob, tye faa e ed 4 
Someta Re “hf pase Le atk Sor’ ci 
Bale h Stee eee re 
* Than 
Sees retesstetayon mewyy roee tesco" er 
: dh Fr ay, ry oP ae c 
om cnet ARF obey DEO pd fay ured i O¢ Sue aiee 
SS al eeaereuist 
* “ 
PY PTE we ereatte , sari 


oe ik vA 
any Rare lp 
4 proeaeaas ws 
Pyne! i He 
a Ja tenants gyi 4-4 ryt! 
BEN NT Y eee ry abo peyy 














HUD LU 9e Ty ee 
ie oa we, esa, PO Ci a 


4 wea tyes 
Chad Bs Ph aces Vee tad 0 
“ 


Gat 















































































































































































































































































































wae v5 
™ «& “he } * 
ye 7% a aye ane iireyry stk Sok : 
4a ee Wide der et Pho bs 
14 wt Leas a fe a yon’ ashy + te year ‘eey eee ai: Ay ke RPC f arse. Asi Syig 
pesiiteiy $454} ‘ wUE Beprnentre eee tes we aa s ra «BB a Teer aw a Phiri bby Ven afr Reere gues ie te 
+ ~~ sereneeveceonc Am i ganeaghesatae he ate es usize "ee UME growls, S i 
ype ay? see COA we YES yaa feet ‘ nélev yew a < ee co % ts "8 Suge a ote Sn 6 a 
38 He BM ee Piet any’ ft): ‘a Chea getubrnts ie) ry “ey tk POUP su ieay y LF ot Osy at Yeoh . ‘ * ’ ' - . 

: Par ; : ¥ Mh Mek aaa Bae u WeDo 5 vbw $24, SUF OW, Mean zegly Sy) "39 wv “ awe pe rare be +) é : “0-4 . ' es ac ae 
dae ail ar r . Wiyqry PNY a muy Were d tok W5q % vik yparbosteet es & Ay 4 Fa anfy eh» e, reed byes ee, * & ese e s os 
Nery ere riper a Nene ky ie a eo Fi ve rate 8 overene as omy ter v 0 FP RE aah) wed Phe) ely oes . Vue Os Bee AG : ; t% 
ade ts ig an Ury ss rs VON yada tat: pv POse & "9 Ap Pocatast De t's wyae a ea rm e yilge aspect . aot: ‘ or 

sys, Bey he yh act te Api Se a Me we ‘Wee Tae 7 —_ yrs & Solace, Wegete ny sO. % vies) oe .-8 me Vey 8 *. 
ewtue uty fly aedeeet ene es te heh a Ae Ti ara th ° ‘ cat 
ot Rata 7 yshe yi » are Dy ts Wey yan wre rk ne ee Pas ph KV Ae © A 5 = 
ahah didnt ate da Lit theta hl eet rite epetegee yur. Me: Pr te tate i ; te 
Rs ied Uh eth en RL a tn eS Yates Pa Pu nde sei . ‘ - ' 
v bres +748 v WFR WE Soh oe rib, tM erece , = . x 
uyvarges x esate Sa bp lot enn i .. ¢ Wi SY er A elas x Vovarcs apoe 
ee oe cA phy . P : ene . " t 
verre ty Saya ps CAE UY sie ewe ye) Fi * : : 
ye ua ae shbet Vel Sanu ; atts ate Py ¥.e 1a, petit a a as ae 
ming ecsbatiae tet Pere r yar v4 dAghee, us 4 heyy qin hi. ¥, hats al ’ ) °, 
rue att ate, clad : at ee : » > 2 7 . : are “ 
apt 4 + Cee’, tasied ives org Te a ‘ g s 
Rs dw any: 4 eas Fh eye An Mon an : : 
ot “orang Regen azar inh oaptotpe Py sé hea Sea i ' 7 . 3 . 
ee nes . Hh oo Yep, val: pts mene se 8g : . . . ty 
Am ¥, Wepre Stet Boi hs a*, art . n wa za . 
pata ®, wh TAY Pe Hyg < ie : t e 4 ® es 
yes tek fey W282 hae Le Seuliting ¥) oe , Ll Wee oe; . a ae a « o%q' « ’ oe 7 
ite site eens aa ea a! i uD: 8 rhe i bry es eee ante F, : ip meer Pan Sire ? ¥ 
N Vahey Sa a a ot : ‘ : : ASS ee E yor a cos ae 
bras shan Statens a wv Rai . % ey om hed : abe ete oi ie : , : 4 ea." OG : j , . 
+ Pi ee Eat. 4: e . 2, “bh rs e r . ary . « 
. “ space a ete aS, sp fu: SAS SAN if . at. eure i = i ea es : 
vt via eae reece tch were! an nhs SERUM toe eet, i “ aR 1 eae ar . 
. fp’ . ? >> ° : : ‘ 
Mgt ahi ate ye th i oh thea Wire rootoratt tae Mae yea A, Ak ,° "Wy -ve at hee 2 oe ae he 8 : 
viele emg Rhy Oy YE OTA i aay RA el ees ; PL Fak rir beh 14 0 : is . af : ' 
vn, a Arita ON coal OW RS hore § wey sg ron ron Breet tee , Lan fans Ae Rode oe a .. R : . 
Ma tds cy eet a ae ese eT e veer tetesenrern WG Ah SBE ES gee ah %, F 
ts dhont te pn ee ant Megs A RU ih ae TORR Gs ae ” aC 1 : out 
A: raves rels Lae Ear a i 4 oe ep ‘eh Peat B «i oe ae ' ¥L% u t,: ty . 5 ] 
a DT 1 ee 3 ' ued , ha *. ‘ . 
tas wey ey Ue Hale ous 1 a “ ae ei Me ie e* yo. : a, + mu bs . : : 3 “s é « 
arr aes “pee lad . ae 
morhrack su AY rw : rite Wave y re { so ; e « 
ee siety a = » 4 = ; ie 2 
hPa] 7 ence 4 Ny aps . & . : ts q 
sa ™ yy weerueenen “the hp v. gl ‘ Cea : Spee cs 8 : f as a 
oe ean BY at uur" eee ‘ shane Seta we ee a ee ‘ 1." oo <c : 
Or se OS ete { é . & ’ cae eae = ‘ e . 
by ‘es ” “s502b, “ve. ‘ ‘ : ° A é ‘ ; .’ * ‘ ® A 
mie nde asc bvaerts het enh a e t vs y! wo “a “Ee : ve, % vane . . Fe . ‘ ri r ee 
ahem re | LOE OM Er oo ty r et UH oe . . ie ne Piel. js 
a wet eee kb Tw Be , ae Da at ot ar . Sas . . ‘ ‘ 
his vues Vag wEweN St ® wera a “t. ® tr | + 4 * 
“ew * we Veh OT OR Ogee vs bas Sel: re | “ae sy +e ® 
aes verre ace ‘ i& “e Sree ahs tT ‘ 40 eb, ope O¢ iy . 7 
ave » Ul a ‘ 
see aries presi at : y, ws ot 
¥v 





WUT) ALY ee OP ten 





